
RS-1CKT Fiber Cleaning Kit:
- 1  FBT Fiber Optic Cleaning Cube, 120 wipes
- 1  2.5mm One-Click Cleaner SC/FC/ST
- 1  1.25mm One-Click Cleaner LC/MU
- 1  Aqua Fiber Optic Cleaner (60ml)
- 1  100 100×100mm Lint-Free Cleaning Wipes
- 1  Canned Air - Filtered (120ml/4.2oz)
- 10  99.7% IPA Cleaning Wipes (Pre-Moistened)
- 1  250ml Twist-Lock Automatic Alcohol Dispensing Bottle
- 1  Portable Carrying bag (230×160×150mm)
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Coating Non-Circularity %  ≤6.0
Cladding-Coating Concentricity Error um  ≤12.0

Cable Cutoff Wavelength nm  λcc≤1260

Attenuation (max)
1310nm

dB/km
 ≤0.36

1550nm  ≤0.25

Fiber Parameters

Items Unit Specifications

Mode Field Diameter
1310nm um 9.2 ± 0.4
1550nm um 10.4 ± 0.5

Cladding Diameter um 124.8 ± 0.7
Cladding Non-Circularity %  ≤0.7

Core-Cladding Concentricity Error um  ≤0.5

Coating Diameter um 245 ± 5

ADSS 12 FIBER 100 MTS SPAN 
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