
RS-2CKT Fiber Cleaning Kit:
- 1  Koachy Fiber Connector Cleaner KC-105
- 1  Reel of Replacement for KC-105 Cleaner
- 1  200X Mini Fiber Microscope 200X (SC & LC)
- 1  2.5mm SC/FC/ST Ergonomic One-click Cleaner
- 1  LC/MU Ergonomic One-click Cleaner  
- 1  KimWipes 280pcs/box
- 1  250ml Bottle of Alcohol with locked
- 10  IPA Fiber Cleaning Wipes (Pre-Moistened)
- 1  Fiber Cleaning Wipes 7.5×7.5mm, 50/pkg
- 1  Pocket Visual Fault Locator VFL (Optional)
- 1  Carrying Tool Case (385×275×110mm)
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Coating Non-Circularity %  ≤6.0
Cladding-Coating Concentricity Error um  ≤12.0

Cable Cutoff Wavelength nm  λcc≤1260

Attenuation (max)
1310nm

dB/km
 ≤0.36

1550nm  ≤0.25

Fiber Parameters

Items Unit Specifications

Mode Field Diameter
1310nm um 9.2 ± 0.4
1550nm um 10.4 ± 0.5

Cladding Diameter um 124.8 ± 0.7
Cladding Non-Circularity %  ≤0.7

Core-Cladding Concentricity Error um  ≤0.5

Coating Diameter um 245 ± 5

ADSS 12 FIBER 100 MTS SPAN 
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