
RS-2TK Fiber Tool Kit:
- 1 Tri-Hole Fiber Optic Stripper 
- 1 KEVLAR Scissor 
- 1 6”Side Cut Pliers 130mm
- 1 FTTH Flat Drop Optical Cable Stripper 
- 1 Optical Fiber Precision Cleaver w/Bin attached
- 1 Optical Fiber Power Meter 
- 1 Visual Fault Locator 
- 1 FBT Fiber Optic Cleaning Cube, 120wipes
- 1 250ml Twist-Lock Automatic Alcohol Dispensing Bottle
- 1 Fiber Optic Disposal Unit
- 1 Black Marker
- 1 Portable Carry Bag (230×160×150mm) 
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Coating Non-Circularity %  ≤6.0

Cladding-Coating Concentricity Error um  ≤12.0

Cable Cutoff Wavelength nm  λcc≤1260

Attenuation (max)
1310nm

dB/km
 ≤0.36

1550nm  ≤0.25

Fiber Parameters

Items Unit Specifications

Mode Field Diameter
1310nm um 9.2 ± 0.4

1550nm um 10.4 ± 0.5

Cladding Diameter um 124.8 ± 0.7

Cladding Non-Circularity %  ≤0.7

Core-Cladding Concentricity Error um  ≤0.5

Coating Diameter um 245 ± 5

ADSS 12 FIBER 100 MTS SPAN 
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