
RS-3TK Fiber Tool Kit:
- Fiber optic Kevlar cutter
- High Precision Fiber Cleaver (Optional)
- Clauss Fiber Stripper
- 7" Powerful clamp
- Round Cable Slitter
- 8" Adjustable wrench
- Optical Fiber Jacket Stripper
- 6 pcs Electronic Screwdriver Set
- Cabide Scribe Tool 
- 4 oz. Bottle of Alcohol with Locked
- Wire Rope Cutter
- Emergency lamp
- Round Cable Cutter
- Blow Brush
- RUBICON 8pcs Interchangeable Set
- Utility knife (TAJIMA)
- 1/4" Driver socket set kit
- 3.5M Tape Measure (TAJIMA)
- 9 pcs Folding type hex key set
- Precision Nipper
- 6'' Needle Node Pliers 135mm
- Black Marker
- 6'' Side Cut Pliers 130mm
- Carrying Tool Case(385×275×110mm)
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Coating Non-Circularity %  ≤6.0

Cladding-Coating Concentricity Error um  ≤12.0

Cable Cutoff Wavelength nm  λcc≤1260

Attenuation (max)
1310nm

dB/km
 ≤0.36

1550nm  ≤0.25

Fiber Parameters

Items Unit Specifications

Mode Field Diameter
1310nm um 9.2 ± 0.4

1550nm um 10.4 ± 0.5

Cladding Diameter um 124.8 ± 0.7

Cladding Non-Circularity %  ≤0.7

Core-Cladding Concentricity Error um  ≤0.5

Coating Diameter um 245 ± 5

ADSS 12 FIBER 100 MTS SPAN 
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