
Romatecsans Micro duct model FP is designed for installation 
using the same tools and equipment that are used for traditional 
conduit or inner duct. No special tools or equipment are 
required.

Ways Nom. OD 
(mm)

Total Weight 
(#/ft.)

Bend Radius 
Static

Bend Radius 
Dynamic

Tensile 
Strength 75%

Tensile 
Strength 

100%

12.7mm/10mm

7 42.95 0.370 25 42 2000 2667

Aerial Micro Duct Model FP 

Features 

Installation application Aerial

Market application Telecom, CATV, Enterprise & Energy

Colors Blue, Orange, Green, Braun, Grey, White, Red, Yellow, Black, Purple

Material HDPE

ORDERING INFORMATION

Product Model Ways

AMD Aerial Micro Duct PF 7

ORDERING INFORMATION EXAMPLE

AMD PF 7

TECHNICAL SPECIFICATION
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Coating Non-Circularity %  ≤6.0

Cladding-Coating Concentricity Error um  ≤12.0

Cable Cutoff Wavelength nm  λcc≤1260

Attenuation (max)
1310nm

dB/km
 ≤0.36

1550nm  ≤0.25

Fiber Parameters

Items Unit Specifications

Mode Field Diameter
1310nm um 9.2 ± 0.4

1550nm um 10.4 ± 0.5

Cladding Diameter um 124.8 ± 0.7

Cladding Non-Circularity %  ≤0.7

Core-Cladding Concentricity Error um  ≤0.5

Coating Diameter um 245 ± 5

ADSS 12 FIBER 100 MTS SPAN 
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