
The Fiber Microscopes are used for inspecting fiber 
terminations in the field. With their good optical 
performance and integrated laser safety filters, they 
provide the most critical view of fiber end faces. This 
renders scratches highly visible and is the clear choice 
for field termination in sensitive installations.

OTDR RS-MIC400X

General Specifications

Power Source 2*AAA Batteries

Light Source White LED, rated for 100,000 hours

Weight (Kg) 0.42

Size (mm) 190*45

Control Automatic on/off switch for light source, Fine Focus control wheel

Switch 
1. Automatic on/off switch for light source
2. Two minutes delayed on/off light source

Safety Filter Built in IR filter

Color Black

ORDERING INFORMATION

RS-MIC400X
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Coating Non-Circularity %  ≤6.0

Cladding-Coating Concentricity Error um  ≤12.0

Cable Cutoff Wavelength nm  λcc≤1260

Attenuation (max)
1310nm

dB/km
 ≤0.36

1550nm  ≤0.25

Fiber Parameters

Items Unit Specifications

Mode Field Diameter
1310nm um 9.2 ± 0.4

1550nm um 10.4 ± 0.5

Cladding Diameter um 124.8 ± 0.7

Cladding Non-Circularity %  ≤0.7

Core-Cladding Concentricity Error um  ≤0.5

Coating Diameter um 245 ± 5

ADSS 12 FIBER 100 MTS SPAN 
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