
Romatecsans Micro duct HDPE Steel Armor is available in 
1⁄4” and has protection against rodents, ballistics, crush, 
chemicals, moisture penetration and ground or soil heave.

Nominal Size Jacket Ave. OD
Jacket 

Tolerance 
Ave. OD Inner 

Liner Ave ID Wt/Ft (lbs)

1 1⁄4” SDR 11 1.910” ±0.052 1.660” 1.358” 0.661

1 1⁄4” SDR 13.5 1.910” ±0.052 1.660” 1.414” 0.609

1 1⁄4” SDR 17 1.910” ±0.052 1.660” 1.444” 0.574

PACKAGING: Example with SDR 17 Inner Liner

Nominal Size Footage/Reel Reel FxT
Total Weight 

(lbs)

1 1⁄4” 2,500 72*42 1,680

1 1⁄4” 5,000 98*42 3,198

Micro duct HDPE Steel Armor

Features 

Installation application Direct Burial, Aerial, Rodent/Impact Resistant 

Market application Telecom, CATV, Enterprise & Energy

Colors

Outer duct Orange

Inner duct Blue, Orange, Green, Braun, Grey, White, Red, Yellow, Black, Purple

Material HDPE
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Coating Non-Circularity %  ≤6.0

Cladding-Coating Concentricity Error um  ≤12.0

Cable Cutoff Wavelength nm  λcc≤1260

Attenuation (max)
1310nm

dB/km
 ≤0.36

1550nm  ≤0.25

Fiber Parameters

Items Unit Specifications

Mode Field Diameter
1310nm um 9.2 ± 0.4

1550nm um 10.4 ± 0.5

Cladding Diameter um 124.8 ± 0.7

Cladding Non-Circularity %  ≤0.7

Core-Cladding Concentricity Error um  ≤0.5

Coating Diameter um 245 ± 5

ADSS 12 FIBER 100 MTS SPAN 
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ORDERING INFORMATION

Product Size

MDA Micro duct HDPE Armor 1 1⁄4”

ORDERING INFORMATION EXAMPLE

MDA 1 1⁄4”

Drawing
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