
WALL RACK MODEL EWR

Material (mm) Cold rolled steel 1.2 ~ 2.0 thickness

Depth (mm) Up to 600

Capacity (U) 24

Loading Capacity (kg) 60

Operating Temperature (°C) -20°C ~ +55°C

Designed to house rack mount equipment for cabling,
telecommunications, IT, industrial and home installations,
Romatecsans EWR series is supplied flat-packed, which eases
access to the installation site while reducing logistics costs
and providing greater protection during transit.
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ORDERING INFORMATION

Model Racks (U) Depth (mm) Width (mm) Colors

RSB 15 A 650 A 650 1 Black 

16 B 700 B 700 2 Grey

….. C 800 C 800 3 Customized

46 D 900 D 900

47 E 1000 E 1000

ORDERING INFORMATION EXAMPLE

RSB 15 A A 2

Configuration: Outdoor cabinet model RSB 15U 650*650mm grey color

Air-condition system 48VDC 500W

Depth (mm) 700

Width (mm) 700

Capacity (U) 42

RAL Color 7035

Galvanised steel 2 ~ 2.5mm

IP Rating 54

Romatecsans Power & Battery cabinets are designed to house VDC 
& DC power equipment, electronics and VRLA batteries in a single 
cabinet. One or two temperature controlled compartments are 
monitored with an Environmental Control Unit (ECU) that adjusts 
thermal settings to maintain ideal conditions within each chamber, 
while simultaneously decreasing system power consumption and 
noise.
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Coating Non-Circularity %  ≤6.0

Cladding-Coating Concentricity Error um  ≤12.0

Cable Cutoff Wavelength nm  λcc≤1260

Attenuation (max)
1310nm

dB/km
 ≤0.36

1550nm  ≤0.25

Fiber Parameters

Items Unit Specifications

Mode Field Diameter
1310nm um 9.2 ± 0.4

1550nm um 10.4 ± 0.5

Cladding Diameter um 124.8 ± 0.7

Cladding Non-Circularity %  ≤0.7

Core-Cladding Concentricity Error um  ≤0.5

Coating Diameter um 245 ± 5

ADSS 12 FIBER 100 MTS SPAN 

SPAIN	
Tel.:	+34	61222	4997	
eu@romatecsans.com	
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Coating Non-Circularity %  ≤6.0

Cladding-Coating Concentricity Error um  ≤12.0

Cable Cutoff Wavelength nm  λcc≤1260

Attenuation (max)
1310nm

dB/km
 ≤0.36

1550nm  ≤0.25

Fiber Parameters

Items Unit Specifications

Mode Field Diameter
1310nm um 9.2 ± 0.4

1550nm um 10.4 ± 0.5

Cladding Diameter um 124.8 ± 0.7

Cladding Non-Circularity %  ≤0.7

Core-Cladding Concentricity Error um  ≤0.5

Coating Diameter um 245 ± 5

ADSS 12 FIBER 100 MTS SPAN 

SPAIN	
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POWER & BATTERY OUTDOOR CABINET RSB
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Coating Non-Circularity %  ≤6.0

Cladding-Coating Concentricity Error um  ≤12.0

Cable Cutoff Wavelength nm  λcc≤1260

Attenuation (max)
1310nm

dB/km
 ≤0.36

1550nm  ≤0.25

Fiber Parameters

Items Unit Specifications

Mode Field Diameter
1310nm um 9.2 ± 0.4

1550nm um 10.4 ± 0.5

Cladding Diameter um 124.8 ± 0.7

Cladding Non-Circularity %  ≤0.7

Core-Cladding Concentricity Error um  ≤0.5

Coating Diameter um 245 ± 5

ADSS 12 FIBER 100 MTS SPAN 

SPAIN	
Tel.:	+34	61222	4997	
eu@romatecsans.com	



ORDERING INFORMATION

Model Racks (U) Depth (mm) Width (mm) Colors
EWR 2 A 350 A 600 1 Black 

4 B 450 2 Grey

….. C 550 3 Customized

20 D 600
24

ORDERING INFORMATION EXAMPLE

EWR 15 B A 2
Configuration: Wall Rack Model EWR 15U 450*600mm grey color

ORDERING INFORMATION

Model Racks (U) Depth (mm) Width (mm) Colors

RSB 15 A 650 A 650 1 Black 

16 B 700 B 700 2 Grey

….. C 800 C 800 3 Customized

46 D 900 D 900

47 E 1000 E 1000

ORDERING INFORMATION EXAMPLE

RSB 15 A A 2

Configuration: Outdoor cabinet model RSB 15U 650*650mm grey color

Air-condition system 48VDC 500W

Depth (mm) 700

Width (mm) 700

Capacity (U) 42

RAL Color 7035

Galvanised steel 2 ~ 2.5mm

IP Rating 54

Romatecsans Power & Battery cabinets are designed to house VDC 
& DC power equipment, electronics and VRLA batteries in a single 
cabinet. One or two temperature controlled compartments are 
monitored with an Environmental Control Unit (ECU) that adjusts 
thermal settings to maintain ideal conditions within each chamber, 
while simultaneously decreasing system power consumption and 
noise.
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Coating Non-Circularity %  ≤6.0

Cladding-Coating Concentricity Error um  ≤12.0

Cable Cutoff Wavelength nm  λcc≤1260

Attenuation (max)
1310nm

dB/km
 ≤0.36

1550nm  ≤0.25

Fiber Parameters

Items Unit Specifications

Mode Field Diameter
1310nm um 9.2 ± 0.4

1550nm um 10.4 ± 0.5

Cladding Diameter um 124.8 ± 0.7

Cladding Non-Circularity %  ≤0.7

Core-Cladding Concentricity Error um  ≤0.5

Coating Diameter um 245 ± 5

ADSS 12 FIBER 100 MTS SPAN 

SPAIN	
Tel.:	+34	61222	4997	
eu@romatecsans.com	
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Coating Non-Circularity %  ≤6.0

Cladding-Coating Concentricity Error um  ≤12.0

Cable Cutoff Wavelength nm  λcc≤1260

Attenuation (max)
1310nm

dB/km
 ≤0.36

1550nm  ≤0.25

Fiber Parameters

Items Unit Specifications

Mode Field Diameter
1310nm um 9.2 ± 0.4

1550nm um 10.4 ± 0.5

Cladding Diameter um 124.8 ± 0.7

Cladding Non-Circularity %  ≤0.7

Core-Cladding Concentricity Error um  ≤0.5

Coating Diameter um 245 ± 5

ADSS 12 FIBER 100 MTS SPAN 

SPAIN	
Tel.:	+34	61222	4997	
eu@romatecsans.com	

POWER & BATTERY OUTDOOR CABINET RSB

TECHNICAL SPECIFICATION
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Coating Non-Circularity %  ≤6.0

Cladding-Coating Concentricity Error um  ≤12.0

Cable Cutoff Wavelength nm  λcc≤1260

Attenuation (max)
1310nm

dB/km
 ≤0.36

1550nm  ≤0.25

Fiber Parameters

Items Unit Specifications

Mode Field Diameter
1310nm um 9.2 ± 0.4

1550nm um 10.4 ± 0.5

Cladding Diameter um 124.8 ± 0.7

Cladding Non-Circularity %  ≤0.7

Core-Cladding Concentricity Error um  ≤0.5

Coating Diameter um 245 ± 5

ADSS 12 FIBER 100 MTS SPAN 

SPAIN	
Tel.:	+34	61222	4997	
eu@romatecsans.com	


